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REVIZE 2

Implementace pozadavku ustanoveni OPS 1.375 ,fFizeni paliva za letu" (In-Flight
Fuel Management) — provoz letouni

Implementace pozadavku ustanoveni JAR-OPS 3.375 ,fizeni paliva za letu" (In-
Flight Fuel Management) — provoz vrtulnik@

Rozsah a ucel Revize 2 Informacniho véstniku 2/2012

Tato Revize 2 Informacniho véstniku 2/2012 predkladd provozovatelim koneénou
informaci s pozadavkem UCL CR pro zpracovani ustanoveni OPS 1.375(b)(3) do OM-A
(velitel letadla musi vyhlasit stav nouze, je-li vypoCtené mnozstvi pouzitelného paliva pfi
pfistani na nejbliz§im pfiméreném letisti, na némz je mozné vykonat bezpecné pristani
mensi, nez je pozadovana konec¢na zaloha paliva) a ustanoveni JAR-OPS 3.375(c) (velitel
letadla musi vyhlasit stav nouze, je-li skutecné mnozstvi pouzitelného paliva na palubé
mensi nez konecna zaloha paliva).

Zapracovani_poZadavkd vy$e uvedenych ustanoveni OPS 1.375(b)(3) a JAR-OPS 3.375(c)
do OM-A, tykajicich se povinnosti velitele letadla vyhlasit stav nouze.

UcL CR doporuuje zapracovat ustanoveni OPS 1.375(b)(3) - letouny do OM-A
v nasledujicim znéni :

Velitel letadla musi vyhlasit stav nouze, je-li vypoctené mnozstvi pouzitelného paliva pfi
pristani na nejblizsim priméreném letisti, na némz je mozné vykonat bezpecné pfristani
mensi, nez je pozadovana konec¢na zaloha paliva. Stav nouze vyhlasi velitel letadla
v souladu s nasledujicim postupem:

a. Vypocitané mnoZstvi pouzitelného paliva muZe byt po ptistdni mensi neZ konelna
zaloha paliva.
Velitel letadla vyhldsi stav nouze pouZitim pilnostniho signdlu PAN PAN (MINIMALNI
PALIVO) a ohlasi ATC zbyvajici mnozstvi pouzitelného paliva v minutach. Informuje
prib&zné ATC o situaci.

b. Vypoditané mnozstvi pouzitelného paliva po pristani bude mensi nez konec¢na zaloha
paliva.
Velitel letadla vyhlasi stav nouze pouzitim tisfnoveho signalu MAYDAY MAYDAY
(NOUZOVE PALIVO) a ohlasi ATC zbyvajici mnoZstvi pouzitelného paliva v minutach.

The commander shall declare an emergency when the calculated amount of usable fuel on landing at
the nearest adequate aerodrome where a safe landing can be performed, is less than final reserve
fuel. The commander will declare an emergency in compliance with the following procedure:

a. The calculated amount of usable fuel on landing may be less than final reserve fuel.
The commander will declare an emergency using an urgency PAN PAN (MINIMUM FUEL) call to
ATC, reporting remaining usable amount of fuel in minutes. ATC must be kept fully informed of
the situation.



b. The calculated amount of usable fuel on landing will be less than final reserve fuel.

The commander will declare an emergency using a distress MAYDAY MAYDAY (EMERGENCY
FUEL) call to ATC, reporting remaining usable amount of fuel in minutes.

B. UCL CR doporuduje zapracovat ustanoveni JAR-OPS 3.375(c)-vrtulniky do OM-A
v nasledujicim znéni :

Velitel letadla musi vyhlasit stav nouze, je-li skutecné mnozstvi pouzitelného paliva na

palubé mensi nez konecCna zaloha paliva. Stav nouze vyhlasi velitel letadla v souladu
s nasledujicim postupem:

Velitel letadla vyhlasi stav nouze pouZitim tisfiového signdlu MAYDAY MAYDAY (NOUZOVE
PALIVO) a ohldsi ATC zbyvajici mnozstvi pouzitelného paliva v minutach.

The commander shall declare an emergency when the actual amount of usable fuel on the board is

less than final reserve fuel. The commander will declare an emergency in compliance with the
following procedure:

The commander will declare an emergency using a distress MAYDAY MAYDAY (EMERGENCY FUEL)
call to ATC, reporting remaining usable amount of fuel in minutes.
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